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Toepassing

The product has the following controls:

Scene buttons...

Four buttons that offer 4 lighting levels. The default levels are:

1 - 100% brightness

2 - 75% brightness

3 - 50% brightness

4 - 25% brightness

These levels can easily be changed.

Raise and lower function...

Use either buttons 1 or 2 to raise the light level

Use either buttons 3 or 4 to lower the light level

Off button...

Toggle between lights off and last selected scene.

Note: the data sent from the DALI output is in broadcast mode and is not 

suitable for addressed systems.

Planningsaanwijzingen

IMPORTANT NOTICE!

This device should be installed by a qualified electrician in accordance with the 

latest edition of the IEE wiring regulations.

Functiebeschrijving

The SENSA SDP is a single channel controller for DALI or DSI devices.
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Montage- en installatieaanwijzingen

THe SENSA SDP is designed to fit both UK and EU style backboxes.

Technische gegevens

Nominale spanning 230V AC +/- 10%

Capaciteit 20 DALI of DSI voorschakelapparaten

Installatie Bevestiging:opbouwmontage met 35mm diepe, in 
plastic voorgevormde box.

 Verzonken bevestiging: 25mm betoninbouwdoos 
of 25mm inbouwdoos voor holle wand.

Behuizingsmateriaal Vlamvertragend ABS

Installatie in Euro-doos enkelvoudig, afmetingen volgens 
DIN 0606 (diameter 60 mm, diepte 42 mm), of UK 
metalen installatiedoos

toegelaten 
omgevingstemperatuur ta

-10–+35 °C

Relatieve luchtvochtigheid 5–95 %, niet condenserend

Gewicht ca. 0.1 kg
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